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THE MAD MEN COLLECTION
TECHNICAL SPECIFICATIONS

Flammabi l i ty  according to BS 4790
Flammabi l i ty  according to CFR1630-FF 1-70

Flame resistance according to CAN CGSB 4.2-27.6
Determinat ion of  formaldehyde according to ISO 14184-1

Prohibit  azo dyes free according to EN 14362-1

CRACKS - GRIFF -  JACOB’S LADDER - STELLAR

Qual i té  |  Kwal i te i t  |  Qual i tätsbezeichnung |  Qual i ty

MAD MEN 

Technique de fabr icat ion |  Fabr icagemethode |  Herstel lungsverfahren |  Manufacturat ion process

JACQUARD FLATWEAVE

Composit ion |  Samenstel l ing |  Zusammensetzung |  Composit ion

85% COTTON |  15% POLYESTER

Composit ion Double-dossier  |  Samenstel l ing Rug Tapi j t  |  Zusammensetzung Teppichrücken |  Backing Composit ion

NATURAL ANTI-SLIP LATEX

Hauteur |  Hoogte |  Gesamthöhe |  Height

± 3mm |  0 ,12”

Poids |  Gewicht  |  Gewicht  |  Weight

1500 gr/m² |  44 oz/sqy


